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ACOUSTIC LED PENDANT PROFILE

SKU: EUBE/Z
Category: Acoustic Lighting

ADDITIONAL INFORMATION

Acoustic Colour

Anthracite, Brown, Dark Green, Light
Blue, Light Gray, Maroon, Mint Green,
Ocean Blue, Peach, Purple, Sandstone,
White, Yellow

Body Colour Black, Special RAL, White

CRi 80, 90

CCT 6500K, 2700K, 3000K, 4000K

Driver ON/OFF, DALI, 1-10V, PUSH, BLUETOOTH

Length (mm) min 500mm – max 2000mm

Fitting Height
(mm)

1100, 300, 500, 700, 900

Optic/Diffuser 15°, 30°, 45°

Lead Time 4 Weeks

ADDITIONAL INFORMATION

Acoustic Colour
Anthracite, Brown, Dark Green, Light Blue, Light Gray, Maroon, Mint
Green, Ocean Blue, Peach, Purple, Sandstone, White, Yellow

Body Colour Black, Special RAL, White

https://www.e2contractlighting.co.uk/?product_cat=acoustic-lighting
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CRi 80, 90

CCT 6500K, 2700K, 3000K, 4000K

Driver ON/OFF, DALI, 1-10V, PUSH, BLUETOOTH

Length (mm) min 500mm – max 2000mm

Fitting Height (mm) 1100, 300, 500, 700, 900

Optic/Diffuser 15°, 30°, 45°

Lead Time 4 Weeks

PRODUCT DESCRIPTION

The Acoustic LED Pendant profile is a high-performance LED linear profile made of an extruded
aluminum, powder-coated with with incorporated acoustic panel.

Designed for pendant mounting, providing direct light emission through SMD 5x2W, 1100Lm
each. Luminaire equipped with the latest generation of well known LED boards, with small color
tolerance.

The sound-absorbing panel is inserted in the same aluminum profile, lending itself to original
compositions of elements with light source. The accoustic series LED profile luminaire, made of
an extruded aluminum, powder-coated with fine matte finish.

Features:
• Available from 50cm up to 200cm.
• Two different CRi (80 or 90).
• Three different CCT (2700K, 3000K or 4000K).
• Four different Optics-Diffusers (15® , 30® , 45® or Wall Washer).
• On-Off or Dimmable Drivers (Dali, Push Button, 1-10V or Bluetooth).
• Coming in White, Black, Grey or Special RAL powder coated.
• L80 B20 @50.000h (Ta 24°).
• Flicker @100Hz <3.
• UGR <16.
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