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TWIN ARM WALL LIGHT

SKU: N/A
Categories: Lighting, Wall Lights, Wall Lights, Wall Lights

ADDITIONAL INFORMATION

Finish
Polished Brass, Satin Brass, Antique
Brass, Bronze, Pewter

Fitting Height
(mm)

300

Lamp Holder E14

No. of Lamp 2

Lead Time 4 Weeks

Projection (mm) 200

Width (mm) 370

Glass 130mm Prismatic Cone

ADDITIONAL INFORMATION

Finish Polished Brass, Satin Brass, Antique Brass, Bronze, Pewter

Fitting Height (mm) 300

Lamp Holder E14

No. of Lamp 2

https://www.e2contractlighting.co.uk/product-category/lighting/
https://www.e2contractlighting.co.uk/product-category/lighting/wall-lights/
https://www.e2contractlighting.co.uk/product-category/lighting/wall-lights/wall-lights-wall-lights/
https://www.e2contractlighting.co.uk/product-category/wall-lights-brochure/
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Lead Time 4 Weeks

Projection (mm) 200

Width (mm) 370

Glass 130mm Prismatic Cone

VARIATIONS

SKU Finish Glass

CL-53021/2x42325 Antique Brass 130mm Prismatic Cone

CL-53024/2x42325 Bronze 130mm Prismatic Cone

CL-53025/2x42325 Pewter 130mm Prismatic Cone

CL-53023/2x42325 Polished Brass 130mm Prismatic Cone

CL-53022/2x42325 Satin Brass 130mm Prismatic Cone

GALLERY IMAGES

PRODUCT DESCRIPTION

Brass twin arm wall light with two prismatic glass dome shades. Available in five different
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finishes.

E2 Contract Lighting specialises in the manufacture of bespoke lighting solutions for our clients.
If you can’t find what you need on our website, contact our Sales Team who will work with you to
create your ideal contract lighting solution.

Please note that this product is manufactured to order. Our current lead times mean that this
product will be out for delivery 4 weeks after payment is confirmed. In the event that you wish to
return this item, our made to order products are subject to a minimum 30% return fee. See
our Returns page for more details.

https://www.e2contractlighting.co.uk/contact-us/
https://www.e2contractlighting.co.uk/refund_returns/
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